


�RTS LIST !(HARD-WIRED OP TION) 

REF Q TY  DESCRIPTI ON REF QTY DESCRIPTION 
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® 4 Leg Set Screws(anchorsthel eglnsertintheleg) ® 1 Sh ort L eg Bolt&Wa sher(secuesl egtowarmer 

® 3 Leg In s erts ( SOOJres the 1eg to the wall flange) @) 1 Wal l  Bushin g  (oondJ lforwall power) 
@ Long Leg B olt&Washer(seru reslegtowarmer) 

@ 1 
P owe r  Wall Flang e(al kJM3  po.vertoenter11elcaviy 

® 4 Spare Washers(q,tionally ooded 1n bolls for fit) M 1 Me diu m  Hex Key (usedtorsetsrrews® )
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4 
Wall Screws(secues wallflangetowall) p 
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Sm a ll  He x  Key (used to install Acces SO'Y  H od<) 

(J) 3 Wall Flanges (tastensto thewallformounting) s 1 Leg Grommet (proteclslhepoweroord) 
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OUNT WA RMER(HARD-WIR ED  O PTION) 

Th is only applies to the Power L eg  Mo unt (D for t he Hard-Wired optio n  
(bo ttom-righ t  l eg). The Wall Bushing® allows t he Power Cord to be passed 
into th e  wall cavity for hard-wiring to you r  home's electrica l  wiring. NOTE :  Before 
pro ceed ing,m ake su e  you hav e  a pla n  for directing the power cord to a n  exis ting circuit. It may be necessary to use a fishing tool after drilling the 1/2" hole to pull 
the cord to a location for connecting to power(see page 10 for ide as). 

After ensuring there are no obstructions behind the wall.drill a 1 /2-in hole through! the drywall at the 
wall marking made ea rlier . I nset th e Wall Bus hing @) through! the Power Wall Flange@an d  sc rew 

the bushing into the hole you drilled into the drywall.Screw the bushing until it's snug and the small holes in bushing are aligned vertically. 

MO U NT W A RMER(HARD -W IRED OPTION) 
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ug and pull off the L eg  Grommet. Thr ead the cord throu gh! th e pow er leg.Insert S h ort Leg Bolt® and washe r  from the o pposit e end through the int
ernal brachet. Now secure the power leg to the wa rmer 

by tightening the bolt using the Large Hex Key M .If the leg does not get tight enough,add washer 

as required. 

M 

NOTE: Before proceed in g to the next step, make s ure you have a way to a ccess the power cord fro minside the wall 
an

d 
pull it to a existing p ower so urce.It may be necessa ry  to first rem ove t he Wall Bushi ng @) to aid in fishing the w ire . Ple ase read to the seweral pa ges for ide as .  
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M OUNT WARMER (HAR D-WIRED OP TION) 

Whil e  ho
lding the warmer n ea r  the wall, insret the power cord t hrou g h  the Wall Bush ing ® and 

pull t h e  co
rd 
tight from w ithin th e  wall cavity.(see the n ext page s  for id eas on con necti ng the power 

cord to power inside the wall) 

P osition all the le gs onto their respective flanges and press the warmer firmly into 
t

he flang es. 
While appl ying pressure, tighten each of the 4 Set Screws @using the Medium Hex Key P 
unt il t he le gs are secure ( do not over tighten) 
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I N-WAL L  ACCESS(HAR D-WIRED O PTION) 

I f  t h e re  is an o utlet or switch on t he sa me wall as th e  warmer.it ca n  be u s ed to conn ect th e  warm er's 
po w er.On ce  the outlet or switch has be e n  temporaril y  re moverd from its ju nction box,a fish ing tool ca n
be used to d raw th e  u n it's p owe r  cord to the outlet or swith.lf neither a n  o utlet o r  sw it ch  is availabl e, 
a hole ca n  be cut into the d rywall to " sp l ice" into a ci rcuit. On ce  t he con n ect io n  is m a de ,t he h ole ca n
be patch ed to provi de a clea n  insta llatio n.Always u se a jun cti on box for all con n ections.Do no t  co nn ect
to a circution that turns on and off w he n  a switch is 

toggl ed. 
Connect to a wall switch 

Con n e ct to a wall Outle
t 

Also con side r  using the opposi te  sid e of the wall for con n ecti ng t he wa rmer to an e xisti ng o utlet or 
light switch on either sid

e . If there's any difficulty in fishing the power cord,a temporary hole ca n  be 
out dire

ctl
y o pp os ide of th e Wall Bushi ng ® to bette r  d ire

ct 
t he  po we r cord to i ts  desi red dest i na ti on, 

especia lly if dirlling into a stud is necessary. 

Connect to a wall Outlet Connect to a wall switch 
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